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v Simplify tightening: Reduce labor time with
a single-step process.

v Enhanced design: 40% lighter, 6-7 cm smaller
for improved handling.

v Clear torque confirmation: Distinctive click
for easy verification.

v A10N4(ALS10N4): 2- 10N *m
A25N4(ALS25N4): 5 - 25 N +m

Semi-Automatic Torque Wrench

Ad/ALS4

Series




Features

New Compact Body Design Compared to Previous Generation Model Perform Calibration on Standard Tester
A25N4 Previous model (A25N3)
A10N4
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Catalog No.271
(Sold Separately)

L DOTE10N4-G
Error Proofing (Pokayoke) Version with Limit Switch
By combining this product with a count checker,
you can eas”y bu”d a pokayoke System Wireless error-proofing version is available upon I’equest.
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- "‘ Count checker Receiver Count checker
CNA-4mk3 R-CM+M-FH CNA-4mk3
ALS10N4 (Sold separately) AFH25N4 (Made to Order) (Sold separately) (Sold separately)

Specifications
Overall length L’
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ALS10N4 ALS25N4
Effective length L
Accuracy: 3%
Model Torque Range Provisional Free Rotation | Max. Hand Force| ~Air Pressure |Dimensions [mm]|  Weight [kg]
Torque Unit Standard Limit Switch Type Min. - Max. Grad. Tightening [N * m] [r.p.m] P [N] [MPa] L L (Limit Switch Type)
S.I. Model A10N4 ALS10N4 2-10 0.1 67.1 204 149 0.59 (0.71)
[N'm] A25N4 ALS25N4 5-25 0.25 154.3 217 162 0.61(0.77)
Metric Model A100M4 ALS100M4 20 - 100 1 67.1 204 149 0.59 (0.71)
[kgf-cm] 18 750 0.5
g A250M4 ALS250M4 50 - 250 2.5 154.3 217 162 0.61(0.77)
Americal Model A1004-3/8 ALS10014-3/8 20- 100 1 67.1 204 149 0.59 (0.71)
[Ibfin] A2004-3/8 ALS2004-3/8 50 - 200 25 154.3 217 | 162 0.61(0.77)

Standard accessories: Torque adjusting hex key (W=2.5)
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